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1  DOCUMENT INFORMATION  

This document is the user guide for the SymNAS  1.00 (S60 3 rd  & 5 th  edition s) application.  

1.1  TERMINOLOGY  

Abbreviation  Definitio n  

AP Access Point  

SIS  Symbian OS Installation System  

S60  Symbian OS Series  60  platform (3 rd  or 5 th  edition s)  

NAS Network -Attached Storage  

SymNAS  NAS SW adaptor  for S60  3 rd  & 5 th  from Telexy Networks Inc. ( www.telex y.com )  

 

 

 

 

1.2  REVISION HISTORY  

 

Date  Version  Description  

02 -Jul-09 0.01  First draft  

15 -Jul-09  0.10  First full version with all pictures  

27-Sep -2009  1.00. 040  Corresponds to v.1.00.040  

http://www.telexy.com/
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2  INTRODUCTION  

Telexy SymNAS  1.00  for  a S60 (3 rd  & 5 th  edition s)  allows S60 phone to appear as a standard NAS 

device . S o it can then wirelessly connect to any computer network ( Windows , Mac OS, Linux , 

UNIX ). Once installed and easily configured, such NAS device can immediately connect to a 

network where you have access permissions. Then it can be accessed from any computer  on this 

network without additional  software  installation  or  configuration  on  the  computer . 

Main benefits of Telexy NAS:  

  1. There is no need to use any wires;  

  2. There is no need for complementary software or driver installation on network servers or a  

computer.   

  3. Hi-Speed wireless secure direct access from a network computer to phone files . 

  4. The connected phone is fully functional (receive incoming calls, use other applications, etc.):  

  5. Files on the phone can be accessed not just from one,  but multiple computers.  

2.1  SUPPORTED PLATFORMS & DEVICES  

The application is compatible with  the following S60 3rd  and 5 th  edition devices:  

-  Nokia E - Series : E50, E51, E55, E60, E61, E61i, E62, E63, E63 NAM, E65, E66, E70, E71, 

E75, E90;  

-  Nokia N - Series :  N73, N7 6, N77, N78, N79, N80, N80 Internet Edition, N81, N81 8GB, 

N82, N85, N86, N86 8MP, N91, N91 8GB, N92, N93, N93i, N95, N95 8GB , N95 -3 NAM , 

N96, N97 ;  

-  Nokia XM - Series : 5530, 5800;  

-  Samsung : G810, i550, i550w, i8510 INNOV8, SGH - i7110.  

It is expected that SymNAS  1 .00  will  work normally , in general, with any S60 3rd  or 5 th  edition 

devices with WLAN , 3G  or  WiMAX  support . 

2.2  POSSIBLE CHARGES  

Connection  to  and  use  of  the  Internet from your cell phone  is typically  not  free . Whether or not you 

will be charged for using Sy mNAS  1.00 (namely, for use of Internet via a Data bearer) can be 

determined from your local service provider.  

3  INSTALLATION AND PRE PARATION  

The SymNAS  1.00 is supplied  as a single Symbian OS Installation System (SIS) file. It must be 

transferred to the pho ne via any version of SymSync, or through USB cable, memory card, 
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Bluetooth  or downloaded from telexy.com  website directly to you phone.  Once transferred, the 

standard installation process can be applied.  

3.1  PRE- REQUISITES  

Before installing, ensure that the p hone supports any Data bearer (WLAN or 3G is most 

recommended). Make sure that you are in the range of a bearer through which you are going to 

connect to Internet (for example WLAN router).  

3.2  TRIAL AND REGISTRATI ON  

Telexy Networks offers its products through  the following practice. Every product can be used in 

two stages:  

-  Trial version is free to download and use. This version is fully functional; however it works 

only for  a limited period of time, starting on the date of installation. The tryout period is  long 

enough to under stand whether this product suit s your needs or not. Thus, by the expiration date 

you can decide if you are ready to purchase the product.  

-  Final version of a product is fully functional and time - unlimited.  First -  a personalized 

lice nse needs to be purchased on the Telexy website . Then it should be registered on your phone  

(see section 5.2 ). These actions legitimize the final version of the  product on your device. There is 

no need to download anything else.  Once the license is provided, the trial version becomes fully 

operational.  

Thus, after the first installation the applicatio n always finds itself in the trial version state.  

http://www.symnas.com/Products/ProductInfo.aspx?Name=symnas&PType=nas&Platform=Symbian&OS=S60&ProductId=20
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4  USING THE TOOL  

The basic usage of the system is described in this chapter with corresponding screenshots.  

4.1  HOW TO LAUNCH  

 

The tool  is launched from the phoneôs application list by selecting 

ñSymNAS  1.00 ò icon.  

SymNAS  1.00 icon can be placed in different application folders on 

different devices. Usually, it could be ñApplicationsò or  ñInstalledò 

folder. Please, refer to your phoneôs manual for more details. 

4.1.1  First launch of Trial version  

First launch of trial  version of the application always causes the ñProduct registration required!ò 

dialog to appear ï in order to use the application in free trial mode you have to go through a 

simple registration procedure. During this procedure SymNAS  1.00 will connect to w ww.telexy.com 

and download a trial license for your phone. Thus, select ñRegisterò > ñFree trial registrationò > 

<Appropriate access point> in sequence.  

           

 

When the license is downloaded, select the ñRegisterò option and complete the registration process 

by pressing ñOkò soft-key.  
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Right after the trial registration the "End User License Agreement " 

dialog will appear.  Please, read it carefully and indicate your 

decision by pressing "Accept " or "Decline " bu tton. "Decline " leads 

to the application closure. "Accept " means that you agree with 

EULA and therefore can use the application.  

 

4.1.2  Regular appearance  

 

Next applicationôs screen is just a reminder that the current 

version is a try -out; therefore it will ap pear on every launch (with 

number of days decreasing) until trial license expiration or legal 

registration. Use the "Try " button to enter the applicationôs main 

page.  
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4.2  HOW TO CONFIGURE  

SymNAS 1.00 uses the following definitions:  

-  ñNetwork Jackò ï set of  rules determining the connection method and network a phone -NAS can 

be connected to;  

-  ñLocal shareò ï describes local drive or folder accessible from the network after connection. Also 

includes its access permissions for network users (unique for each us er).  

-  ñAccountsò ï user accounts (as login name and password pair) given specific access permissions 

to local shares.  

-  ñPermissionsò ï rules for access permissions (read/write) by network users for a specified local 

share.  

4.2.1  Automatic initial configuration  

During the first launch , the following are automatically created:  

    -  Device Network Name  (see 4.2.1.1  for more details) ;  

             

    -  local shares for all local drives with full permissions (read and w rite) for account ñEveryoneò 

(Anonymous ) :  
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    -  one universal  (with ñAlways askò access point) network jack. 

 

All this can later be changed as desired. It is highly 

recommended that automatic settings are 

reviewed and changed (if needed) before 

first network connection.   

 

4.2.1.1  Device Network Name definition  

 

This is the name under which the phone will appear on the network 

when it is plugged into one of defined Network Jacks. The name 

should be unique in a network you are going to plug your p hone 

into.  

4.2.2  Applicationôs main screen 

 

The main screen in SymNAS application includes the following 

entries:  

    -  ñNetwork Jacksò ï contains the list of available Jacks (see more 

detail in the section 4.2.3 );  

    -  ñSharesò ï provides access to shared local drives and folders 

and user permissions on them (see more detail in the section  

4.2.4 );  

Menu options in the SymNAS application main window are:  

    -  ñDevice Network Nameò ï changes the name under which 

phone -NAS-drive will appear on the network;  
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    -  "Accounts" -  list users that  can access the phoneôs shares (see 

more detail in  section 4.2.6 );  

     -  "License" ï group of license -related operations:  

          -  ñProperties ò ï displays registered  license  content . 

          -  ñRegisterò ï downloads the purchased license to phone and 

registers it  or receives a license via ñRegistration Codeò (not 

available once the p hone is registered) ;  

          -  ñBuyò ï redirects to the developer site where the license 

can be purchased (not available once the phone is registered);  

    -  ñAboutò ï standard ñAboutò information; 

4.2.3  Network Jacks folder  

 

Network  Jacks  folder  lists  setti ngs used by the phone to connect to 

various networks. The single rule is called ñNetwork Jackò. 

Please, note that only one Network Jack can be activated at once!  

A ñNetwork Jackò descriptor defines: 

- method for connecting to the network: an access point  used for 

the plug - in;  

-  way the phone -NAS-device will appear on the network (depending 

on whether network is setup as workgroup  or  domain , 

workgroup / domain  name ).  

See more detail in section 4.2.3.2.  

4.2.3.1  ñNetwork Jacksò menu options 

 

The menu in the ñNetwork Jacksò section has the following 

operations:  

    -  ñPlug inò ï plugs the phone -NAS-device into a network using 

the selected Network Jack;  

    -  ñUnplug ò ï unplugs the phone -NAS-device from the selected 

Network Ja ck (selected network);  

    -  ñModifyò ï opens a dialog to view or edit the current Network 

Jack;  

    -  ñAdd new ò ï opens a dialog to create new Network Jack;  

    -  ñRemoveò ï deletes the current Network Jack;  
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4.2.3.2  Network Jack  creation  

 

A Network Jack is desc ribed using the following 4 fields:  

  -  ñAccess pointò ï describes the Network Jack method. Any access 

point can be used  (Wi -Fi, GPRS, 3D, Bluetooth, etc). Typically the 

access point represents a Wi -Fi router for oneôs home or office 

network. If ñAccess pointò is defined as ñAlways askò then a user will 

be asked regarding applied access point every jack plugging.  

  -  ñMember ofò ï defines method of network registration: would it 

be registered in the network as member of a domain or a 

workgroup;  

  -  ñWorkgroupò or ñDomainò ï a workgroup or a domain name, 

which you plan your phone to be member of. Your phone will 

become a part of this domain or workgroup under the title <Device  

Network Name> while browsing from your computer. When creating a new Network Jack this field 

has a value ñWORKGROUPò by default. 

  -  ñAuto-connectò ï defines how this Network Jack is activated (please note that only one Network 

Jack with enabled ñAuto-connectò field will be activated at once). See more details in section 

4.2.3.2.1.  

If the phone is plugged into a network, the View/Edit Form is expanded with one extra field:  

  -  ñIP Addressò ï displays an IP address assigned to the phone  in the network . 

4.2.3.2.1   Network Jacks auto -connect methods.  

The following auto -connect methods are supported:  

        -  ñDisabledò ï in this situation the phoneôs plugging and unplugging into/from the current 

Network Jack are performed manually from the ñOptionsò menu; 

        -  ñAlwaysò ï the phone attempts to plug  into the current Network Jack upon boot -up.  
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        -  ñIn charging modeò ï the phone is plugged into the current Network Jack as soon as a 

charger is plugged in; when the charger is disconnected ï the phone is unplugged;  the re is no need 

to use SymNAS application to activate/deactivate such Network Jack;  

                             

 

        -  ñOn application startò ï the phone is plugged into the current Network Jack along with the 

Application start; it is unplugged if the  Application is exited;  

                             

 

4.2.3.2.2   Default values  for automatically created Network Jack  

One Network Jack is created automatically upon the application initialization (see 4.2.1. ) with the 

following parameters:  

  -  Access point: ñAlways Askò; 

  -  Member Of   : ñWorkgroupò; 

  -  Workgroup   : ñWORKGROUPò; 

  -  Auto -connect: ñDisabledò; 
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4.2.3.3  Network Jack plug in/unplug operations  

4.2.3.3.1   Automatic and manual operations  

As long as at least one phone ôs shared location exists (see 4.2.4  for more details) it  makes sense 

for anybody to access the phone from a network computer. But to allow this, the phone  should be 

plugged into the network using the correspondin g Network Jack.  

If you have for this network a suitable Network Jack with a valid auto -connect feature then you 

phone will be plugged in automatically. If the Network Jack has no any  auto -connect mark, then it 

should be plugged in manually using the ñPlug inò command.  

          

 

After the phone -NAS-device is plugged into a selected network, it obtains an IP address allocated in 

the network and can be accessed from that network, using the following format:  

   -  \ \ < Device Network Name > \    (see section 4.2.1.1.  for more details) or  

   -  \ \ <IP address> \  

 

 

A Network Jack with an auto -connect attribute will be 

automatically unplugged if a corresponding auto -connect 

condition disappears (see exception in 4.2.3.3.2 ). If a Network 

Jack was plugged in manually, then it could be unplugged 

manually only  too using the ñUnplugò command. 
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4.2.3.3.2  ñAuto-connectò vs. manual activations particularities  

Network Jacks with auto -connect featu res  work only if a corresponding condition ha s occurred. At 

the same time these Jacks could be plugged in or unplugged manually too. Please, pay attention 

that a s soon as you did so , such Jack loses its auto - connect feature  until the next phone 

reboot.  

4.2.3.3.3   ñPlugg ed inò status and the Application exit  

 

If a phone was plugged in using the manual method, then the 

connection will be kept active even if the SymNAS application will 

be exited. Therefore do not forget to unplug it manually  when 

thereôs no need for connection any more . 

Keep in mind that for Network Jacks with auto -connect attributes 

ñAlways ò and ñIn charging mode ò do not even need the application 

launch to plug into a suitable network.  

 

4.2.3.4  Network Jack display name  

Display name for a Network Jack is auto matically generated using the following format:  

<Workgroup/domain name>@<Access Point name>  

Network Jackôs icons represent ñAuto-connectò and plugged/unplugged statuses. 

4.2.4  NAS Shared locations  

 

The Shared folders section:  

    -  lists the phoneôs shared locations that can be accessed 

externally;  

    -  describes user access permissions to these shares.  

One can define as a share the whole drive or just a folder on a 

drive. Along with a share definition, the initial permissions are 

defined for this share too ( see 4.2.4.2 ).  

 














































